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LED 1 System power on

System Status

DC input
Power consumption

5.9-16VDC
9.2W @ 30dBm

Power

Unit power
RF power
Node control
Frequency control
Encryption control

Through software
Through software
Through software
Through software
Through software

System Control

External battery
Antennas
R1000 HHR
Gooseneck Camera
SPTZ Camera
Other receivers available

Accessories & Compatible Products

Control/power in
Video/audio in, power out
RF

Binder 620 Series, male, 8 pin
Hirose HR10A, female, 6 pin
SMA female

Connectors

RF frequency
Frequency tuning
Modulation
Output power
Output power tuning

UHF, L-Band, S-Band, C-Band
1MHz steps
COFDM
+30dBm Max
0.01dB steps

RF Interfaces

Bandwidth
Modulation
FEC

2.5MHz (1.25MHz optional)
QPSK or 16QAM
2/3 or 1/3

Narrow Band Mode

Bandwidth
Modulation
FEC

8, 7 and 6 MHz
QPSK, 16QAM and 64QAM
1/2, 2/3, 3/4, 5/6, 7/8

Wide Band Mode

Encryption control ABS 32bit key, AES128/256bit 
key (optional)

Encryption

Input format
Narrow band encoding
Wide band encoding
MPEG2 frame rate
MPEG4 frame rate
Delay

PAL, NTSC, RS170 and SVideo
MPEG2 (MPEG4 optional)
MPEG2 only
Full frame rate
Full or 1/2, 1/4, 1/8, 1/24
500ms to 43ms (mode dependant)

Video Encoding

Input Line level or microphone switchable, 
-2dBu Max input level

Audio Interface

RS232 data in 1k2 to 115k2 baud switchable

Data Interface

RS232 control From PC GUI application

Control Interface

These products are not approved for use by unlicensed users. All product 
speci�cations are subject to change without notice. Rinicom will not be liable for

technical or editorial errors or omissions.

For further information on this product or other products, please contact:
Rinicom Ltd | Registered in England No. 4534336

Riverway House | Morecambe Road | Lancaster | LA1 2RX | UK
Phone: +44 (0) 1524 84 04 50 Email: office@rinicom.com Web: www.rinicom.com

Dimensions (HxWxD)
Weight (excl. antenna)
Enclosure
Temperature
Operating humidity

125 mm x 55 mm x 35 mm
356g
IP67
-10°C to +45°C
0 to 90%

Physical


